Product datasheet AEC-SLI20-U25-A

Villaya Lighting SSL 02 Adjacent

Characteristics

A

-

Lighting

Power consumption by LED lamp

20W

Light output

3200 lumens

Maximum lighting efficacy

164 Im/W

Efficiency of LED controller circuit

92%

Color of LEDs

Cool White (5700 K) (4000K and
3000K available on request)

Lifespan 50 000 hours (certified per IESNA
LM-80 TM-21)

Applications Road Lighting

Solar Panel

Solar panel type

Monocrystalline, Horizontal

Maximum rated power

80 Wp (2*40Wp)

Peak power voltage

18,72V

ct to the relevant specific application or use thereof.

Lifespan 80% power after 25 years
Storage Z
Battery type NiMH battery (Nickel Metal Hydride) :
Voltage 24V

Energy stock 240 Wh

Operating temperature range

-40°C to +70°C

Autonomy

2 days @nominal power

Lifespan

12 years

Complementary Mechanical Specifications

Dimensions (L x W x H)

753 x 824 x 105 mm

Weight — all integrated product

19 kg

Pole

Advised pole height

5 to 7 meters

Top diameter of the pole

60 mm

Environment

Operating / Storage temperature

Operating: -20 to +70° C

Water resistance IP65
Relative humidity 90%
SCx 0,09 mz
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AEC-SLI120-U25-A

Villaya Lighting SSL 02 Adjacent

Product Certifications

EN 13032-1; EN 13032-2; EN13201; EN 60598-1; EN

62471, IEC61215;IEC 617301 & Il, EN 62133, CE,

EN61000; EN61547; EN55015; EN62493; EN62479;

EN300328; EN301489-1

Product Warranty 6 years
Packaging Information

Type Dimensions Net weight (kg) Gross weight (kg) | No. of units

(LxB xHinmm)

Weight packaged 905 x 800 x 200 20 23.5

Pallet Package 1200 x 800 x 1040 | 114 163
Applications & Lighting Program
Technology Schneider SSL application
Communication Bluetooth

Polar diagram

co Cc180
c270 c90
.. Co-C180 — C30-C210 — C90-C270
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